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TRADE NAME Truetone Models 4DC5960, 4DC5962 


TRUETONE MODELS 
4DC5960, 4DC5962 
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MODEL 4005960 


Western Auto Supply Co., 2107 Grand Ave., Kansas City 8, Mo. 


AC Operated 3 Tube Stereo Phono Amplifier With 4 Speed Automatic Record Changer 


RATING 30 Watts, .32 Amp. @ 117 Volts AC (Less Motor) 


POWER SUPPLY 110-125 Volts AC, 60 Cycles 





FOR SERVICE INFORMATION ON RECORD CHANGER - SEE V-M 1201 - PHOTOFACT SET 436 FOLDER 18 


HOWARD W. SAMS & CO., INC. indianapolis 6, Indlana 


The listing of any available replacement part herein does 
not constitute in any case a recommendation, warranty or 
guaranty by Howard W. Sams & Co., Inc., as to the quality 
and suitability of such replacement part. 
these parts have been compiled from information furnished 
to Howsee W. Sams & Co., Inc., by the manufacturers of 


The numbers of 





the particular type of replacement part listed: Repro- 
duction or use, without express permission, of editorial or 
pictorial content, in any manner, is prohibited. No patent 
liability is assumed with respect to the use of the informa- 
tion contained herein. © 1960 Howard W. Sams & Co., Inc., 
Indianapolis 6, Indiana. Printed in U.S. of America 
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PARTS LIST AND DESCRIPTIONS 
TUBES 















RAYTHEON © —-SYLVANIA : 
ITEM | 
Fe 
v2 | Left Channel Output  ‘5OEHS 

| Right Channel Output 5OEHS 


BS * GENERAL ELECTRIC 


ITEM 
VI Left Channel AF Amp. - 
Right Channel AF Amp. 















REPLACEMENT DATA 


CORNELL 

MALLORY | PYRAMID | SPRAGUE 
SApriees PART No. PART No. | PART No. ~~ t | 
IBBRTS4215 | TCTS3I9 TDLT-7 | TVA-3455 | 4 













TRUETONE 
PART No. 


AEROVOX 
PART No. 


PRSSB00 






FIXED CAPACITORS 


Capacity values given in the rating column are in mfd. for Paper 
Capacitors, and in mmfd. for Mica and Ceramic Capacitors. 


RATING AEROVOX |CENTRALAB ELMENCO | MALLORY SPRAGUE 
PART No. | PART No. PART No PART No. | PART No. 


CUB4S47 4DP-3-473 GEM-4147 































































































































-047 400V P488N-047 DD-503 4TM-S47 
3500 (5000) ft BPD-0033 DD-332 BYAlOD33 | CCD-332 GP233 5HK-D33 
1500 BPD-0015 DD-152 BYAIODI5 | CCD-152 GP215 SHK-D15 
10000 BPD-O1. DD-103 BYAILOSI CCD-152 GPO 5HK-S10 
3500 (5000) tT BPD-0033 DD-332 BYAIOD33 | CCD-332 GP233 SHK-D33 
1500 BPD-0015 DD-152 BYALODIS | CCD-152 GP216 SHK-DI5 
10000 BPD-01 DD-103 BYAILOS1 CCD-103 GPII0 SHK-S10 
-25 400V P486N-25 CUB4P25 4DP-5-254 GEM-4025 | 4TM-P25 
-l 400V (.047) t P488N-1 DF -104 CUB4PI 4DP-3-104 GEM-401 4TM-Pl 


t Alternate Value 


CONTROLS 









ITEM RATING 


| No RESIST TRUETONE| CENTRALAB | CTS-IRC MALLORY INSTALLATION NOTES 
WATTS] PART No. PART No. PART No. 


Loudness, Right Channel 
Loudness, Leit Channel 
Tone, Left Channel 
Tone, Right Channel 
Balance 


RESISTORS 


All wattages 1/2 watt, or less, unless otherwise listed. 


ITEM RATING 
No. 
| R9 


RATING REMARKS 
ay a 





(56082) * (562) * 


(68a) * 





(6882) * 





* Alternate Value, 








GH40S LXV 


GHIOS 


CHASSIS—TOP VIEW 





PARTS LIST AND DESCRIPTIONS (Continued) 
TRANSFORMER (AUDIO OUTPUT) 


es DATA 


oa T-187 
ae 
PRI | SEC. 1 | 

T2 [Ss0y6-er | T-187 
35a | 


SPEAKER 


TEN Por TRUETONE] QUAM NOTES 


No, 
SIZE | FIELD | V.C. IMP. PART No. PART No. 


SP] | 8" 6-82 BAI1Z8 
SP2 | Be Pp 6-82 8A31Z8 


RECTIFIERS 
R TRUETONE SARKES 
rel a Rtoakls ae INTERNATIONAL TARZIAN | SYLVANIA NOTES 
PART No PART =a Pate No. PART No. | PART No. 
Py 


[— xa00+ | sRa00* |» silicon aype 
































PHONO CARTRIDGE 


REPLACEMENT DATA 
ITEM ASTATIC ELECTRO-VOICE JENSEN SONOTONE 
ETONE 
No. ae : |____PART No. PART No. PART No. 
Oo. 


[ seco |cameoce | ware | cameos [nwo ‘| cmmoce [mee ———s 
ae [ ooxss eB) RE A | | EY PE 














PHONO NEEDLE 
(FOR REPLACEMENT IN ORIGINAL EQUIPMENT CARTRIDGE) 
REPLACEMENT DATA 


i TRUETONE CLEVITE WALCO JENSEN 
* W-204DS te or *A-44X ft or : 
* W-204DD-1e * A-44XSD te or Tt Jewel ¢ Diamond 
* A-44XDD ¢ * Includes Cartridge 


CABINETS & CABINET PARTS 
(When Ordering Cabinets & Cabinet Parts, Specify Model, Chassis & Color) 


NAME PART NO. DESCRIPTION 



























Knob R5925 Loudness, Balance, Tone 
Cabinet 5925 Mahongany 
Cabinet 5926 Blonde 





WIRING DATA 


General-use Unshielded Hook-up Wire ......+seeee005 » Use BELDEN No. 8530 (Solid) Available in Ten Colors 
8524 (Stranded) Available in Ten Colors 
Power Cord eonpeeeaae dre ee eae eer eee srevrare ee eee ee eee ee eee Use BELDEN No. 1765-B (6 Ft. Length) 


1725-K (73 Ft. Length) 
Low-Loss Shielded Lead (Interconnecting) .......esseee. -Use BELDEN No. 8401 
Phono Pick-up Arm Cable ...........002405 +eeeeeeeeees USC BELDEN No. 8430 (Two Conductor - Twisted) 
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LEFT CHANNEL 


PHONO INPUT 
SOCKET 





i, 


Se a 


LOUDNESS 


RIGHT CHANNEL 


3500mmt | 
(1500mmf) © 





1500mmf 


(85) > 6.8m 


a 


ONE 
2meg 


RESISTANCE READINGS 







SOEH5 | 47a 


t 





NEASURED FROM OUTPUT OF ML. 


Tupe || Pint | Pin2 | Pin3 | Pina | 


Pins | 
moc [a> [uae [on [rome [r= | _ 








| Ping | pin? | Ping | 


| + 220K 4700 
t 23002 







BALANCE * 
lmeg 
AF AMP 
(V1) BIZAX7 
10000 mmf 
eg 1V ids 220K 
i) 4702 
(5600) 


POV 


am 
en ee ae 


ARROWS ON CONTROLS INDICATE CLOCKWISE ROTATION 
(CONTROL VIEWED FROM SHAFT END) 


A PHOTOFACT STANDARD NOTATION SCHEMATIC 
© Howard W. Sams & Co., Inc. 1960 


— 
7 


Wr fe tal 


cn 


DC voltage measurements taken with vacuum tube voltmeter; 
AC voltages measured at 1000 ohms per volt. 

Socket connections are shown as bottom views. 

Measured values are from socket pin to common negative. 
Line voltage maintained at 117 volts for voltage readings. 
Nominal tolerance of component values makes possible a 
variation of 2 15%in vollage and resistance readings. 

All controls al minimum, proper output load connected. 


DENOTES 
B- 








50EH5 (R7) 3 10K ! 
7 12e¥ ave] @) Rh 
SNS 13.50 
WH 
90V 3502 i = ye gi’ ' 
(689) =) = 3 
‘LEFT CHANNEL, RED 
130V 





ES 
> (680) RIGHT CHANNEL Jk 


RED 


DENOTES 
CHASSIS 


130V 


Hf 


| ON CHANGER 





5 1.10 a} 









CONSOLETTE 
STEREO JACK 


BRN 





L EXT SPEAKER JACK 


130V 
(at) 70ma. @ SOURCE 
=p , 90V 
330 1W 1502 IW | 22000 IW SOURCE 
RED YEL BLUE 
| t= 60mfd ce" 2omfd 
@r* = (i)a® 40mfd = 


SavVAC 


@ © 


330 1wll2VAC 
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4DC5960, 4DC5962 


